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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the Metal 
Forming Machines Sectional Committee had been approved by the Production and General Engineering Division 
Council. 

This standard has been ftjrmulated based on the expertize available in the Indian industry. In the formulation of 
this standard, considerable assistance has been derived from various press manufacturers in the country. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final value, 
observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with 
IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of significant places retained in the 
rounded off value should be the same as that of the specified value in this standard. 



IS 15747 : 2007 



Indian Standard 

ANGULAR DEFLECTION FOR STRAIGHT SIDED 
HYDRAULIC PRESSES — SPECIFICATION 



1 SCOPE 

1.1 This standard describes the method of 
measurement of deflection of the straight sided 
hydraulic presses. 

1.2 This standard specifies the standard permissible 
deflection of straight sided hydraulic presses as well 
as alternative optional permissible deflection. 

J, 3 This standard does not cover the special purpose 
presses such as horizontal presses, travelling frame 
presses, presses without slide guides and forging 
presses. 

2 REFERENCES 

The following standards contain provisions which, 
through reference in this text, constitute provisions of 
this standard. At the time of publication, the editions 
indicated were valid. All standards are subject to 
revision and parties to agreements based on this 
standard are encouraged to investigate the possibility 
of applying the most recent editions of the standards 
given below: 

Title 

Specification for plunger type dial 

gauges (first revision) 

Glossary of terms relating to metal 

forming machines and tools: 

Metal forming tools (first revision) 

Metal forming machines relating to 

sheet metal (first revision) 

Metal forming technology and 

operations relating to sheet metal 

(first revision) 

Specification for lever type dial 

gauges 

Hydraulic presses — Straight sided 

column/C frame type: Part 1 Test 

chart for geometrical accuracy 

3 TERMINOLOGY 

For the purpose of this standard, the definitions given 
in IS 6652 (Parts 1, 2 and 3^.#hall apply. 

4 MEASURING INSTRUMENTS 

The measuring instruments shall be dial gauges with 



IS No. 
2092 : 1983 

6652 



(Part 1) : 


1986 


(Part 2) : 


1986 


(Part 3) 


1986 


11498: 1985 


14877 
(Part 1) 


2000 



magnetic base of least count of 0.01 mm or better and 
straight edge. These instruments shall conform to 
IS 2092 or IS 11498. 

5 METHOD OF DEFLECTION MEASUREMENT 

5.1 Before conducting deflection tests, ensure that; 

a) geometrical tests are conducted and completed 
as per 14877 (Part 1), 

b) test blocks are of same height (alike within 
± 0.03 mm), and 

c) test blocks are symmetrically placed about the 
centreline of press so that load centre and press 
centre are same (within ± 0.5 percent of longer 
dimension of bolster). 

5.2 Set the slide at appropriate position (very near to 
bottom of stroke in case of hydraulic presses). 

Arrange suitable means (hydraulic jacks) to apply force 
on 2/3 of left to right dimension and full front to back 
of bolster. 

Set the dial gauges D,, D^, D^ and straight edge on 
suitable blocks of equal height as shown in Fig. 1. 

5.3 Set the dial gauges at zero and apply full press 
force through hydraulic jacks. Note the readings of dial 
gauges under full load condition. 

Calculate bed deflection from the formula given 
below: 



(D,-D,)HD.-D.) (^^^^ 
2x(L-2L,)xl000 



Deflection/metre 
of bed length '■ 

where 

and Dj = readings of dial gauges, in mm; 

L = left to right dimensions of bolster, in mm; 

and 

L| = distance of dial gauge fi"om the edge of 

the bolster. The value will be determined 
from the table given below: 





L < 1 000 mm 


1 000 < Z, < 

2 000 mm 


L > 2 000 mm 


L, 


0.1 xZ, 


100 mm 


150 mm 
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Fig. 1 Straight Sided Hydraulic Press 



For slide deflection, measure the total deflection 
(bolster top and slide bottom) D^, D^, D^ and calculate 

deflection/m as above. 

Slide detlection/m length = Total deflection/m 

length - bed deflection/m length measured already 

5.4 Permissible Deflection in Presses 

5.4.1 Standard permissible deflection shall 



be 0.17 mm/1 000 mm for sheet metal forming 
industries. 

5.4.2 Optional permissible deflection shall be 
0.13 mm/1 000 mm. 

The presses may be supplied with optional permissible 
deflection, if it has been mutually agreed to between 
the customer and the supplier. 
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Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form 
without the prior permission in writing of BIS. This does not preclude the free use, in the course of 
implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. 
Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of 
'BIS Catalogue' and 'Standards : Monthly Additions'. 

This Indian Standard has been developed from Doc : No. PG/MGP/BP 04 (03 1 6). 



Amendments Issued Since Publication 



Amend No. 



Date of Issue 



Text Affected 



BUREAU OF INDIAN STANDARDS 



Headquarters 



Manak Bhavan, 9 Bahadur Shah Zafar Marg, New Delhi 1 10 002 
Telephones : 2323 0131, 2323 3375, 2323 9402 

Regional Offices : 

Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg 
NEWDELHI110 002 

Eastern : 1/14 C.I.T. Scheme VII M, V. I. R Road, Kankurgachi 
KOLKATA 700 054 

Northern : SCO 335-336, Sector 34-A, CHANDIGARH 160 022 
Southern : C.I.T. Campus, IV Cross Road, CHENNAl 600 1 13 



Western 



Branches 



Manakalaya, E9 MIDC, Marol, Andheri (East) 
MUMBAI 400 093 



Telegrams : Manaksanstha 
(Common to all offices) 

Telephone 

f 2323 7617 
\2323 3841 

("2337 8499, 2337 8561 
\2337 8626,2337 9120 

/360 3843 
\260 9285 

f 2254 1216,2254 1442 
\2254 2519, 2254 2315 

J 2832 9295, 2832 7858 
\2832 7891, 2832 7892 



AHMEDABAD. BANGALORE. BHOPAL. BHUBANESHWAR. COIMBATORE. FARIDABAD. 
GHAZIABAD. GUWAHATI. HYDERABAD. JAIPUR. KANPUR. LUCKNOW. NAGPUR. 
PARWANOO. PATNA. PUNE. RAJKOT. THIRUVANANTHAPURAM. VISAKHAPATNAM. 



PRINTED BY THE GENERAL MANAGER GOVERNMENT OF INDIA PRESS, NASHIK 



